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MODEL NUMBER CONFIGURATION

E=Electric 
Heated

IDC20-1 060 E D-F-SS

IDC20

Series

060” - 192”

Opening Width# of Motors

1, 2

Heat Voltage

STANDARD CONSTRUCTION 
• Single speed T.E.A.O. motor(s) - direct drive 
• Gray powder coated exterior (Optional: Custom Color or Stainless)
• Split cabinet construction for fan assembly removal
• Top Mounting only 
• Front air intake only
• High efficiency Pro-V Nozzle

D=208/3/60
E=240/3/60
H=480/3/60
I=600/3/60

T=380/3/50

SS=Stainless Steel
CC=Custom Color

Opt. Cabinet Finish

NOTES:
1. Operation at 50 Hz will generate approximately a 17% reduction in performance. 
2. Performance data based on AMCA licensed data from unheated units. 
3. Maximum leaving air temperature shall not exceed 120°F. 
4. Consult factory for vertically mounted units.
See sheet EP-442 for amp draws/total load requirements.

• Open helical element with point suspension
• Thermal overload protection
• Galvanized steel frame 

• Factory mounted heater control panel(s)
• Alternate kW: Consult factory

 
 F=Front

Intake

MODEL
Nozzle                 
Width           

(in)

Max Vel. 
at Nozzle 

(fpm)

Avg.             
Outlet Vel. 

(fpm)

Air             
Volume             
(cfm)

Outlet                      
Vel. 

Uniformity 

Power               
Rating             
(kW) 

 Motor(s)                  
@ hp

Electric                     
Capacity 

(kW)

Heater                
Output            
(MBH)

Air Temp. 
Rise                   
(°F)

Net Wt.         
(lbs)

IDC20-1060E 60.00 6,580 3,870 6,854 89% 4.70 1 @ 5 59.0 201.4 27° 770

IDC20-1072E 72.00 6,549 3,852 8,186 89% 4.90 1 @ 5 65.0 221.8 25° 855

IDC20-1084E 84.00 6,076 3,574 8,861 87% 4.90 1 @ 5 71.0 242.3 25° 940

IDC20-1096E 96.00 6,900 4,059 11,500 92% 6.80 1 @ 7½ 92.0 314.0 25° 1,110

IDC20-1108E 108.00 6,747 3,969 12,650 90% 6.90 1 @ 7½ 102.0 348.1 25° 1,195

IDC20-1120E 117.00 7,494 4,523 15,612 88% 8.70 1 @ 10 103.0 351.5 21° 1,340

IDC20-1132E 132.00 7,017 4,127 16,080 87% 8.90 1 @ 10 2 @ 65.0 443.7 25° 1,425

IDC20-1144E 144.00 7,640 4,381 19,100 87% 11.70 1 @ 15 2 @ 76.0 518.8 25° 1,555

IDC20-1156E 156.00 7,405 4,356 20,055 86% 11.90 1 @ 15 2 @ 80.0 546.1 25° 1,640

IDC20-1168E 168.00 7,783 4,323 22,700 90% 12.80 1 @ 15 2 @ 91.0 621.2 25° 1,845

IDC20-1180E 180.00 7,300 4,294 22,814 91% 12.90 1 @ 15 2 @ 91.0 621.2 25° 1,930

IDC20-2192E 192.00 6,900 4,059 23,000 92% 13.60 2 @ 7½ 2 @ 92.0 628.0 25° 2,150

Sound level measured 10’ (3m) from the unit in free field:
5, 7½, 10, 15 & (7½ + 7½) hp motor(s): 
73 dBA, 75 dBA, 76 dBA, 78 dBA & 78 dBA
Sound data is not AMCA certified. 
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MODEL kW
(code)

Temp
Rise °F Qty @ HP #

CKTS AMPS PER CIRCUIT BREAKER RATING 
PER CIRCUIT

#
CKTS

AMPS PER 
CIRCUIT

(including 
motor)

BREAKER 
RATING PER 

CIRCUIT

#
CKTS AMPS PER CIRCUIT BREAKER RATING 

PER CIRCUIT
#

CKTS

AMPS PER 
CIRCUIT

(including 
motor)

BREAKER 
RATING PER 

CIRCUIT

IDC20-1060E 59
(0590) 25 1 @ 5 2 17.0/163.8 35/225 1 180.8 250 2 15.8/141.9 35/200 1 157.7 200

IDC20-1072E 65
(0650) 25 1 @ 5 2 17.0/180.4 35/225 1 197.4 250 2 15.8/156.4 35/200 1 172.2 225

IDC20-1084E 71
(0710) 25 1 @ 5 2 17.0/197.1 35/250 1 214.1 300 2 15.8/170.8 35/225 1 186.6 250

IDC20-1096E 92
(0920) 25 1 @ 7.5 2 23.0/255.4 50/350 1 278.4 350 2 22.0/276.6 45/300 1 243.3 350

IDC20-1108E 102
(1020) 25 1 @ 7.5 2 23.0/283.1 50/400 1 306.1 400 2 22.0/245.4 45/350 1 267.4 350

IDC20-1120E 103
(1030) 21 1 @ 10 2 31.5/285.9 60/400 1 317.4 400 2 30.6/247.8 60/350 1 278.4 350

IDC20-1132E 2 @ 65
(1300) 25 1 @ 10 3 31.5/180.4/180.4 60/225/225 2 211.9/180.4 300/225 3 30.6/156.4/156.4 60/225 2 187.0/156.4 250/200

IDC20-1144E 2 @ 76
(1520) 25 1 @ 15 3 46.0/211.0/211.0 100/275/275 2 257.0/211.0 350/300 3 44.0/182.8/182.8 100/250 2 226.8/182.8 300/250

IDC20-1156E 2 @ 80
(1600) 25 1 @ 15 3 46.0/222.1/222.1 100/300/300 2 268.1/222.1 350/300 3 44.0/240.6/240.6 100/250 2 236.5/192.5 300/250

IDC20-1168E 2 @ 91
(1820) 25 1 @ 15 3 46.0/252.6/252.6 100/350/350 2 298.6/252.6 400/350 3 44.0/218.9/218.9 100/300 2 262.9/218.9 350/300

IDC20-1180E 2 @ 91
(1820) 25 1 @ 15 3 46.0/252.6/252.6 100/350/350 2 298.6/252.6 400/350 3 44.0/218.9/218.9 100/300 2 262.9/218.9 350/300

IDC20-2192E 2 @ 92
(1840) 25 2 @ 7.5 3 46.0/255.4/255.4 70/350/350 2 301.4/255.4 400/350 3 44.0/221.3/221.3 70/300 2 265.3/221.3 350/350

208/3/60 (voltage code D) 240/3/60 (voltage code E)

SEPARATE MOTOR & HEATER(S) PANEL MOTOR CONTROL WITHIN HTR PANEL SEPARATE MOTOR & HEATER(S) PANEL MOTOR CONTROL WITHIN HTR PANEL
TOTAL MOTOR AMP DRAW TOTAL MOTOR AMP DRAW
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MODEL kW
(code)

Temp
Rise °F Qty @ HP #

CKTS AMPS PER CIRCUIT BREAKER RATING 
PER CIRCUIT

#
CKTS

AMPS PER 
CIRCUIT

(including 
motor)

BREAKER 
RATING PER 

CIRCUIT

#
CKTS AMPS PER CIRCUIT BREAKER RATING 

PER CIRCUIT
#

CKTS

AMPS PER 
CIRCUIT

(including 
motor)

BREAKER 
RATING PER 

CIRCUIT

IDC20-1060E 59
(0590) 25 1 @ 5 2 7.9/71.0 20/100 1 78.9 100 2 6.3/59.2 15/100 1 65.5 100

IDC20-1072E 65
(0650) 25 1 @ 5 2 7.9/78.2 20/100 1 86.1 125 2 6.3/65.3 15/100 1 71.6 100

IDC20-1084E 71
(0710) 25 1 @ 5 2 7.9/85.4 20/125 1 93.3 125 2 6.3/71.3 15/100 1 77.6 100

IDC20-1096E 92
(0920) 25 1 @ 7.5 2 11.0/110.7 25/125 1 121.7 175 2 8.5/92.4 20/100 1 100.9 150

IDC20-1108E 102
(1020) 25 1 @ 7.5 2 11.0/122.7 25/175 1 133.7 175 2 8.5/102.4 20/150 1 110.9 150

IDC20-1120E 103
(1030) 21 1 @ 10 2 15.3/123.9 30/175 1 139.2 175 2 11.7/103.4 25/150 1 115.1 150

IDC20-1132E 2 @ 65
(1300) 25 1 @ 10 3 15.3/78.2/78.2 30/100/100 2 93.5/78.2 125/100 3 11.7/65.3/65.3 25/100/100 2 77.0/65.3 100/100

IDC20-1144E 2 @ 76
(1520) 25 1 @ 15 3 22.0/91.4/91.4 45/125/125 2 113.4/91.4 150/125 3 17.5/76.3/76.3 35/100/100 2 93.8/76.3 125/100

IDC20-1156E 2 @ 80
(1600) 25 1 @ 15 3 22.0/96.2/96.2 45/125/125 2 118.2/96.2 150/125 3 17.5/80.3/80.3 35/100/100 2 97.8/80.3 125/100

IDC20-1168E 2 @ 91
(1820) 25 1 @ 15 3 22.0/109.5/109.5 45/150/150 2 131.5/109.5 175/150 3 17.5/91.4/91.4 35/125/125 2 108.9/91.4 150/125

IDC20-1180E 2 @ 91
(1820) 25 1 @ 15 3 22.0/109.5/109.5 45/150/150 2 131.5/109.5 175/150 3 17.5/91.4/91.4 35/125/125 2 108.9/91.4 150/125

IDC20-2192E 2 @ 92
(1840) 25 2 @ 7.5 3 22.0/110.7/110.7 35/150/150 2 132.7/110.7 175/150 3 17.0/91.4/91.4 30/125/125 2 109.4/92.4 150/125

480/3/60 (voltage code H) 600/3/60 (voltage code I)

SEPARATE MOTOR & HEATER(S) PANEL MOTOR CONTROL WITHIN HTR PANEL SEPARATE MOTOR & HEATER(S) PANEL MOTOR CONTROL WITHIN HTR PANEL
TOTAL MOTOR AMP DRAW TOTAL MOTOR AMP DRAW
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MODEL kW
(code)

Temp
Rise °F Qty @ HP #

CKTS AMPS PER CIRCUIT BREAKER RATING 
PER CIRCUIT

#
CKTS

AMPS PER 
CIRCUIT

(including 
motor)

BREAKER 
RATING PER 

CIRCUIT

IDC20-1060E 59
(0590) 25 1 @ 5 2 7.7/89.6 20/125 1 97.3 125

IDC20-1072E 65
(0650) 25 1 @ 5 2 7.7/98.8 20/125 1 106.5 150

IDC20-1084E 71
(0710) 25 1 @ 5 2 7.7/107.9 20/150 1 115.6 150

IDC20-1096E 92
(0920) 25 1 @ 7.5 2 9.0/139.8 20/175 1 148.8 200

IDC20-1108E 102
(1020) 25 1 @ 7.5 2 9.0/155.0 20/200 1 164.0 225

IDC20-1120E 103
(1030) 21 1 @ 10 2 12.5/156.5 25/200 1 169.0 225

IDC20-1132E 2 @ 65
(1300) 25 1 @ 10 3 12.5/98.8/98.8 25/125/125 2 111.3/98.8 150/125

IDC20-1144E 2 @ 76
(1520) 25 1 @ 15 3 18.0/115.5/115.5 40/150/150 2 133.5/115.5 175/150

IDC20-1156E 2 @ 80
(1600) 25 1 @ 15 3 18.0/121.5/121.5 40/175/175 2 139.5/121.5 200/175

IDC20-1168E 2 @ 91
(1820) 25 1 @ 15 3 18.0/138.3/138.3 40/175/175 2 156.3/138.3 200/175

IDC20-1180E 2 @ 91
(1820) 25 1 @ 15 3 18.0/138.3/138.3 40/175/175 2 156.3/138.3 200/175

IDC20-2192E 2 @ 92
(1840) 25 2 @ 7.5 3 18.0/139.8/139.8 40/175/175 2 157.8/139.8 200/175

SEPARATE MOTOR & HEATER(S) PANEL MOTOR CONTROL WITHIN HTR PANEL
TOTAL MOTOR AMP DRAW

380/3/50 (voltage code T)
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