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MODEL NUMBER CONFIGURATION

G=Indirect 
Gas Heated

IBC20-1 060 G D-F T-SS

IBC20

Series

060” - 192”

Opening Width# of Motors

1

Heat Voltage
D=208/3/60
E=240/3/60
H=480/3/60
I=600/3/60

T=380/3/50

SS=Stainless Steel
CC=Custom Color

Opt. Cabinet Finish

 F=Front  T=Top
 

Intake Motor Location

2 Year 
Limited

Warranty

• Factory mounted duct transition with bottom access panels 
• Field installed ETL (US & Canada) Certified indirect gas heater(s):

• Aluminized steel heat exchanger (Optional: Stainless) 
• Steel cabinet with beige finish 
• Spark ignited pilot
• Power venter 
• Separate 120V power supply required (Optional: transformer for 

 single point connection)

NOTES:             
1. Operation at 50 Hz will generate approximately a 17% reduction in performance.       
2. Performance data based on AMCA licensed data from unheated IDC20 units.       
3. Maximum leaving air temperature shall not exceed 120°F.         
4. Duct transition is factory mounted to air curtain and requires individual support.      
5. Gas heater(s) shall not be directly connected to transition and require individual support.      
6. Maximum gas supply pressure: 1/2 psi, 8 ounces, or 14 inches water column.      
7. Vertically mounted Industrial Belt Drive air curtains not available.         

STANDARD CONSTRUCTION 
• Single speed T.E.F.C. motor  - belt drive 
• Gray powder coated exterior (Optional: Custom Color or Stainless)
• Split cabinet construction for fan assembly removal
• Removable access panels
• Top Mounting only 
• Front air intake only 
• Motor location top right (Optional: top left)

MODEL
Nozzle 
Width     

(in)

Max Vel. 
at Nozzle 

(fpm)

Avg.             
Outlet 

Vel. 
(fpm)

Air 
Volume 
(cfm)

Outlet             
Vel. 

Uniformity      

Power 
Rating        
(kW)

 Motor                 
@ HP

Heater(s)    
@ Input             
(MBH)

Total 
Heater             
Output               
(MBH)

Air 
Temp. 
Rise                   
(°F)

Net Wt.      
Air 

Curtain 
(lbs)

Net Wt. 
Duct 

Trans. 
(lbs)

Net Wt. 
Heater                        
(lbs)

IBC20-1060G 60.00 6,580 3,870 6,854 89% 4.70 1 @ 5 1 @ 345.0 276.0 37° 445 79 285

IBC20-1072G 72.00 6,549 3,852 8,186 89% 4.90 1 @ 5 1 @ 345.0 276.0 31° 496 94 285

IBC20-1084G 84.00 6,076 3,574 8,861 87% 4.90 1 @ 5 1 @ 345.0 276.0 29° 547 109 285

IBC20-1096G 96.00 6,900 4,059 11,500 92% 6.80 1 @ 7½ 2 @ 230.0 368.0 29° 673 102 2 @ 225

IBC20-1108G 108.00 6,747 3,969 12,650 90% 6.90 1 @ 7½ 2 @ 230.0 368.0 27° 759 117 2 @ 225

IBC20-1120G 117.00 7,494 4,523 15,612 88% 8.70 1 @ 10 2 @ 345.0 552.0 33° 834 128 2 @ 285

IBC20-1132G 132.00 7,017 4,127 16,080 87% 8.90 1 @ 10 2 @ 345.0 552.0 32° 886 147 2 @ 285

IBC20-1144G 144.00 7,640 4,381 19,100 87% 11.70 1 @ 15 2 @ 390.0 624.0 30° 932 161 2 @ 285

IBC20-1156G 156.00 7,405 4,356 20,055 86% 11.90 1 @ 15 2 @ 390.0 624.0 29° 1,043 176 2 @ 285

IBC20-1168G 168.00 7,783 4,323 22,700 90% 12.80 1 @ 15 3 @ 345.0 828.0 34° 1,134 170 3 @ 285

IBC20-1180G 180.00 7,300 4,294 22,814 91% 12.90 1 @ 15 3 @ 345.0 828.0 33° 1,185 185 3 @ 285

IBC20-1192G 192.00 6,900 4,059 23,000 92% 13.60 1 @ 15 3 @ 345.0 828.0 33° 1,311 199 3 @ 285

  See sheet EP-458 for amp draws/total load requirements.

Sound level measured 10’ (3m) from the unit in free field:
5, 7½, 10 & 15 hp motor(s): 
73 dBA, 75 dBA, 76 dBA & 78 dBA
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MOTOR
208V CKT

HEATER
120V CKT

MOTOR
208V CKT

HEATER
120V CKT

IBC20-1060G 1 @ 345 34 1 @ 5 2 13.6 9.0 30 15 1 1 18.4 30

IBC20-1072G 1 @ 345 31 1 @ 5 2 13.6 9.0 30 15 1 1 18.4 30

IBC20-1084G 1 @ 345 29 1 @ 5 2 13.6 9.0 30 15 1 1 18.4 30

IBC20-1096G 2 @ 230 29 1 @ 7.5 3 20.0 9.0/9.0 50 15/15 1 2 29.6 50

IBC20-1108G 2 @ 230 27 1 @ 7.5 3 20.0 9.0/9.0 50 15/15 1 2 29.6 50

IBC20-1120G 2 @ 345 33 1 @ 10 3 26.5 9.0/9.0 60 15/15 1 2 36.1 60

IBC20-1132G 2 @ 345 32 1 @ 10 3 26.5 9.0/9.0 60 15/15 1 2 36.1 60

IBC20-1144G 2 @ 390 30 1 @ 15 3 40.0 9.0/9.0 100 15/15 1 2 49.6 100

IBC20-1156G 2 @ 390 29 1 @ 15 3 40.0 9.0/9.0 100 15/15 1 2 49.6 100

IBC20-1168G 3 @ 345 34 1 @ 15 4 40.0 9.0/9.0/9.0 100 15/15/15 1 3 54.4 100

IBC20-1180G 3 @ 345 33 1 @ 15 4 40.0 9.0/9.0/9.0 100 15/15/15 1 3 54.4 100

IBC20-1192G 3 @ 345 33 1 @ 15 4 40.0 9.0/9.0/9.0 100 15/15/15 1 3 54.4 100

AMPS PER CIRCUIT

208/3/60 (voltage code D)

MODEL HEATER
MBH

Temp
Rise °F Qty @ HP #

CKTS

TOTAL MOTOR AMP DRAW
MULTIPLE CKT - MOTOR PANEL & HEATER SINGLE CKT - MOTOR PANEL & XFMR FOR HTR.

BREAKER RATING
PER CIRCUIT #

CKTS
XFMR
KVA

AMPS PER CIRCUIT
(including XFMR)

BREAKER RATING 
PER CIRCUIT

®
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MOTOR
240V CKT

HEATER
120V CKT

MOTOR
240V CKT

HEATER
120V CKT

IBC20-1060G 1 @ 345 34 1 @ 5 2 12.3 9.0 30 15 1 1 16.5 30

IBC20-1072G 1 @ 345 31 1 @ 5 2 12.3 9.0 30 15 1 1 16.5 30

IBC20-1084G 1 @ 345 29 1 @ 5 2 12.3 9.0 30 15 1 1 16.5 30

IBC20-1096G 2 @ 230 29 1 @ 7.5 3 18.2 9.0/9.0 45 15/15 1 2 26.5 45

IBC20-1108G 2 @ 230 27 1 @ 7.5 3 18.2 9.0/9.0 45 15/15 1 2 26.5 45

IBC20-1120G 2 @ 345 33 1 @ 10 3 23.9 9.0/9.0 60 15/15 1 2 32.2 60

IBC20-1132G 2 @ 345 32 1 @ 10 3 23.9 9.0/9.0 60 15/15 1 2 32.2 60

IBC20-1144G 2 @ 390 30 1 @ 15 3 37.0 9.0/9.0 100 15/15 1 2 45.3 100

IBC20-1156G 2 @ 390 29 1 @ 15 3 37.0 9.0/9.0 100 15/15 1 2 45.3 100

IBC20-1168G 3 @ 345 34 1 @ 15 4 37.0 9.0/9.0/9.0 100 15/15/15 1 3 49.5 100

IBC20-1180G 3 @ 345 33 1 @ 15 4 37.0 9.0/9.0/9.0 100 15/15/15 1 3 49.5 100

IBC20-1192G 3 @ 345 33 1 @ 15 4 37.0 9.0/9.0/9.0 100 15/15/15 1 3 49.5 100

MODEL HEATER
MBH

Temp
Rise °F Qty @ HP AMPS PER CIRCUIT

(including XFMR)

TOTAL MOTOR AMP DRAW
240/3/60 (voltage code E)

MULTIPLE CKT - MOTOR PANEL & HEATER SINGLE CKT - MOTOR PANEL & XFMR FOR HTR.

BREAKER RATING 
PER CIRCUIT

#
CKTS

AMPS PER CIRCUIT BREAKER RATING
PER CIRCUIT #

CKTS
XFMR
KVA
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MOTOR
480V CKT

HEATER
120V CKT

MOTOR
480V CKT

HEATER
120V CKT

IBC20-1060G 1 @ 345 34 1 @ 5 2 6.2 9.0 15 15 1 1 8.3 15

IBC20-1072G 1 @ 345 31 1 @ 5 2 6.2 9.0 15 15 1 1 8.3 15

IBC20-1084G 1 @ 345 29 1 @ 5 2 6.2 9.0 15 15 1 1 8.3 15

IBC20-1096G 2 @ 230 29 1 @ 7.5 3 9.1 9.0/9.0 25 15/15 1 2 13.3 25

IBC20-1108G 2 @ 230 27 1 @ 7.5 3 9.1 9.0/9.0 25 15/15 1 2 13.3 25

IBC20-1120G 2 @ 345 33 1 @ 10 3 12.0 9.0/9.0 30 15/15 1 2 16.2 30

IBC20-1132G 2 @ 345 32 1 @ 10 3 12.0 9.0/9.0 30 15/15 1 2 16.2 30

IBC20-1144G 2 @ 390 30 1 @ 15 3 18.4 9.0/9.0 45 15/15 1 2 22.6 45

IBC20-1156G 2 @ 390 29 1 @ 15 3 18.4 9.0/9.0 45 15/15 1 2 22.6 45

IBC20-1168G 3 @ 345 34 1 @ 15 4 18.4 9.0/9.0/9.0 45 15/15/15 1 3 24.7 45

IBC20-1180G 3 @ 345 33 1 @ 15 4 18.4 9.0/9.0/9.0 45 15/15/15 1 3 24.7 45

IBC20-1192G 3 @ 345 33 1 @ 15 4 18.4 9.0/9.0/9.0 45 15/15/15 1 3 24.7 45

HEATER
MBH

Temp
Rise °F Qty @ HPMODEL AMPS PER CIRCUIT

(including XFMR)
BREAKER RATING 

PER CIRCUIT

AMPS PER CIRCUIT BREAKER RATING
PER CIRCUIT

480/3/60 (voltage code H)
TOTAL MOTOR AMP DRAW

#
CKTS

MULTIPLE CKT - MOTOR PANEL & HEATER SINGLE CKT - MOTOR PANEL & XFMR FOR HTR.

#
CKTS

XFMR
KVA
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Positive Indirect Gas Heated Air Curtain
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MOTOR
600V CKT

HEATER
120V CKT

MOTOR
600V CKT

HEATER
120V CKT

IBC20-1060G 1 @ 345 34 1 @ 5 2 5.1 9.0 15 15 1 1 6.8 15

IBC20-1072G 1 @ 345 31 1 @ 5 2 5.1 9.0 15 15 1 1 6.8 15

IBC20-1084G 1 @ 345 29 1 @ 5 2 5.1 9.0 15 15 1 1 6.8 15

IBC20-1096G 2 @ 230 29 1 @ 7.5 3 7.2 9.0/9.0 15 15/15 1 2 10.7 15

IBC20-1108G 2 @ 230 27 1 @ 7.5 3 7.2 9.0/9.0 15 15/15 1 2 10.7 15

IBC20-1120G 2 @ 345 33 1 @ 10 3 9.6 9.0/9.0 20 15/15 1 2 13.1 20

IBC20-1132G 2 @ 345 32 1 @ 10 3 9.6 9.0/9.0 20 15/15 1 2 13.1 20

IBC20-1144G 2 @ 390 30 1 @ 15 3 14.6 9.0/9.0 30 15/15 1 2 18.1 30

IBC20-1156G 2 @ 390 29 1 @ 15 3 14.6 9.0/9.0 30 15/15 1 2 18.1 30

IBC20-1168G 3 @ 345 34 1 @ 15 4 14.6 9.0/9.0/9.0 30 15/15/15 1 3 19.8 30

IBC20-1180G 3 @ 345 33 1 @ 15 4 14.6 9.0/9.0/9.0 30 15/15/15 1 3 19.8 30

IBC20-1192G 3 @ 345 33 1 @ 15 4 14.6 9.0/9.0/9.0 30 15/15/15 1 3 19.8 30

MODEL HEATER
MBH

Temp
Rise °F Qty @ HP

600/3/60 (voltage code I)
TOTAL MOTOR AMP DRAW

BREAKER RATING 
PER CIRCUIT

#
CKTS

AMPS PER CIRCUIT BREAKER RATING
PER CIRCUIT #

CKTS
XFMR
KVA

AMPS PER CIRCUIT
(including XFMR)

MULTIPLE CKT - MOTOR PANEL & HEATER SINGLE CKT - MOTOR PANEL & XFMR FOR HTR.

®
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MOTOR
380V CKT

HEATER
120V CKT

MOTOR
380V CKT

HEATER
120V CKT

IBC20-1060G 1 @ 345 34 1 @ 5 2 6.2 9.0 15 15 1 1 8.8 15

IBC20-1072G 1 @ 345 31 1 @ 5 2 6.2 9.0 15 15 1 1 8.8 15

IBC20-1084G 1 @ 345 29 1 @ 5 2 6.2 9.0 15 15 1 1 8.8 15

IBC20-1096G 2 @ 230 29 1 @ 7.5 3 9.1 9.0/9.0 25 15/15 1 2 14.4 25

IBC20-1108G 2 @ 230 27 1 @ 7.5 3 9.1 9.0/9.0 25 15/15 1 2 14.4 25

IBC20-1120G 2 @ 345 33 1 @ 10 3 12.0 9.0/9.0 30 15/15 1 2 17.3 30

IBC20-1132G 2 @ 345 32 1 @ 10 3 12.0 9.0/9.0 30 15/15 1 2 17.3 30

IBC20-1144G 2 @ 390 30 1 @ 15 3 18.4 9.0/9.0 45 15/15 1 2 23.7 45

IBC20-1156G 2 @ 390 29 1 @ 15 3 18.4 9.0/9.0 45 15/15 1 2 23.7 45

IBC20-1168G 3 @ 345 34 1 @ 15 4 18.4 9.0/9.0/9.0 45 15/15/15 1 3 26.3 45

IBC20-1180G 3 @ 345 33 1 @ 15 4 18.4 9.0/9.0/9.0 45 15/15/15 1 3 26.3 45

IBC20-1192G 3 @ 345 33 1 @ 15 4 18.4 9.0/9.0/9.0 45 15/15/15 1 3 26.3 45

AMPS PER CIRCUIT
(including XFMR)

MULTIPLE CKT - MOTOR PANEL & HEATER SINGLE CKT - MOTOR PANEL & XFMR FOR HTR.

380/3/50 (voltage code T)
TOTAL MOTOR AMP DRAW

BREAKER RATING 
PER CIRCUITMODEL HEATER

MBH
Temp

Rise °F Qty @ HP #
CKTS

AMPS PER CIRCUIT BREAKER RATING
PER CIRCUIT #

CKTS
XFMR
KVA
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